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GAI-TRONICS® CORPORATION

A HUBBELL COMPANY

Industrial Telephones with Keypads

Confidentiality Notice

This manual is provided solely as an operational, installation, and maintenance guide and contains
sensitive business and technical information that is confidential and proprietary to GAI-Tronics. GAI-
Tronics retains all intellectual property and other rights in or to the information contained herein, and
such information may only be used in connection with the operation of your GAI-Tronics product or
system. This manual may not be disclosed in any form, in whole or in part, directly or indirectly, to any
third party.

General Information

GAI-Tronics industrial telephones are ideally suited for conditions that are too harsh for a standard
telephone. The telephones operate the same as a standard telephone—simply lift the handset and dial the
desired telephone number. The telephones are fully line-powered and do not require internal batteries.

This manual applies to the following models:

e 226-001 Public Access Telephone e 256-001 Outdoor Industrial Telephone
e 246-001 Indoor Industrial Telephone e 276-001 Flush-Mount Handset Telephone

Installation Guidelines

When installing any GAI-Tronics telephone equipment, please adhere to the following guidelines to
ensure the safety of all personnel:

e NEVER install telephone wiring during a lightning storm.

e Install a UL Listed lightning arrestor on any phone installed where the phone or phone cable is at
risk of being exposed to lightning strikes. The lightning arrestor must be installed as close to the
phone as possible to maximize the protection. The lightning arrestor must not be installed within the
enclosure supplied with the phone.

o NEVER install telephone jacks in wet locations unless the jack is specifically designed for wet
locations.

e NEVER touch uninsulated telephone wires or terminals unless the telephone line has been
disconnected at the network interface.

e USE CAUTION when installing or modifying telephone lines.
o Install UL Listed telephone line suppressor (customer-supplied) on the telephone line.

e Use silicone sealant or equivalent around and inside all conduit entries
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GAI-Tronics recommends the following precautionary steps to protect the unit during installation:

1. To ensure that the unit is vandal-resistant, run the subscriber line inside conduit.

2. Usethe conduit entry located on the bottom of the enclosure to prevent any condensation forming
inside the conduit from dripping into the unit. Additionally, using the bottom conduit entry makes
water less likely to enter the unit at the conduit connection points.

3. UseTeflon™ pipejoint tape or athread sealing compound around the conduit threads to seal
threaded connections and prevent water from entering into the unit at the conduit location.

4. Apply asmall amount of silicone sealant inside and around the end of the conduit pipe that isinside
the unit. The sealant helpsto prevent any condensation formed inside the conduit from dripping into
the unit. Thisisespecialy important when using the conduit entry located on the top of the
enclosure. (Manufacturers of silicon sealant include: Dow Corning, Duron, General Electric, and
DuPont.)

5. Sedled fittings should be installed at all cable entry points to prevent liquids from entering the unit.

User Instructions (USA)

This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15 of the FCC Rules. These
limits are designed to provide reasonable protection against harmful interference when the equipment is operated in a commercial environment.
This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instruction manual,
may cause harmful interference to radio communications. Operation of this equipment in aresidential areais likely to cause harmful interference
in which case the user will be required to correct the interference at his own expense.

This equipment complies with Part 68 of the FCC rules. Located on the equipment isalabel that contains, among other information, the FCC
registration number and ringer eguivalence number (REN). If requested, thisinformation must be provided to the telephone company. The REN is
used to determine the quantity of devices which may be connected to the telephone line. Excessive REN'’s on the telephone line may result in the
devices not ringing in response to an incoming call. In most, but not al areas, the sum of the REN’s should not exceed five (5.0). To be certain of
the number of devices that may be connected to the line, as determine by the total REN’s contact the telephone company to determine the maximum
REN for the calling area. This eguipment cannot be used on the tel ephone company-provided coin service. Connection to Party Line Serviceis
subject to State Tariffs. If this equipment causes harm to the telephone network, the telephone company will notify you in advance that temporary
discontinuance of service may be required. If advance noticeisn’t practical, the telephone company will notify the customer as soon as possible.
Also, you will be advised of your right to file a complaint with the FCC if you believe it is necessary. The telephone company may make changesin
its facilities, equipment, operations, or procedures that could affect the operation of the equipment. If this happens, the telephone company will
provide advance notice in order for you to make the necessary modifications in order to maintain uninterrupted service.

If trouble is experienced with this equipment, please contact:

GAI-Tronics Corporation

P.O. Box 1060

Reading, PA 19607-1060 USA
800-492-1212 or 610-777-1374

If the trouble is causing harm to the telephone network, the telephone company may request you to remove the equipment from the network until the
problem is resolved. This equipment uses the following USOC jacks: RJ11CIt is recommended that the customer install an ac surge arrester in the ac
outlet to which this device is connected. Thisisto avoid damaging the equipment caused by local lightening strikes and other electrical surges. This
equipment is Hearing-Aid Compatible (HAC). The telephone Consumer Protection Act of 1991 makes it unlawful for any person to use a computer
or other electronic device, including fax machines, to send any message unless such message clearly containsin amargin at the top or bottom of each
transmitted page or on the first page of the transmission, the date and time it is sent and an identification of the business or other entity, or other
individual sending the message and the telephone number of the sending machine or such business, other entity, or individual. (The telephone
number provided may not be a 900 number or any other number for which charges exceed local or long-distance transmission charges.)

fi\standard ioms - current release\42004 instr. manuals\42004-337¢.doc
3/02

































	Confidentiality Notice
	General Information
	Installation Guidelines
	Installation
	226-001 Mounting and Wiring Instructions
	Installing a Model 246-001
	Installing a Model 256-001
	276-001 Stanchion or Flush-mount Applications
	276-001 Surface-mount Applications

	Operation
	Volume Control Jumper Setting

	Specifications
	Electrical (Typical)
	Environmental
	Mechanical 226-001
	Mechanical 246-001 and 256-001
	Mechanical 276-001
	Approvals
	FCC Information
	IC Information (Canada)

	Replacement Parts & Accessories
	226-001
	246-001 and 256-001
	276-001


